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Balancing well known dilemmas and trade-offs 
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 Safety & safety margins

 Spinning reserve and running machinery

 Independency, segregation, safety barriers

 Well proven technology

 … 

 Most of these trade-off’s typically result in: 

– increased complexity and higher level of integration

– increased control system & software dependency 

– Higher demand for operational awareness (Including: Management of Change, 

What mode to use in the different vessel operations, DP assurance activities)

 Cost, optimisation, design margins

 De-carbonisation / GHGER

 Integration – ‘everything is connected’

 New technology 

 …
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Selectivity / discrimination / ride through (main principles)
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0,3 – 0,6 sec.
0,5 – 1 sec.

Black-out! Still running

Stopped

Stopped

Bus-bar breaker provides discrimination between the two redundancy groups.

Ride through capabilities must also be verified!
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What 

IMO DP 

guidelines 

says about 

DP power 

systems

5

IMO MSC.1/Circ. 1580 “Guidelines for vessels and units with dynamic 
positioning (DP) systems”

“For equipment class 2, the power system should be divisible into two or more 
systems so that, in the event of failure of one sub-system, at least one other system 
will remain in operation and provide sufficient power for station keeping. The power 
system(s) may be run as one system during operation, but should be arranged 
by bus-tie breaker(s) to separate the systems automatically upon failures 
which could be transferred from one system to another, including, but not 
limited to, overloading and short circuits.” 

“For equipment class 3, the power system should be divisible into two or more 
systems so that, in the event of failure of one system, at least one other system will 
remain in operation and provide sufficient power for station keeping. The divided 
power system should be located in different spaces separated by A-60 class 
divisions. Where the power systems are located below the operational waterline, the 
separation should also be watertight. Bus-tie breakers should be open during 
equipment class 3 operations unless equivalent integrity of power operation 
can be accepted according to paragraph 3.1.4.” 

(The text in IMO MSC/Circ. 645 is almost identical.)
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Class high-end notations and 
qualifiers can be a tool to allow for 

introduction of the latest 
advancements in class products

Class basic notations, more 
detailed and frequently updated, 
but typically not reflecting all the 

latest advancements

IMO, high level and goal based, 
but slow update rate

Technology and assurance advancements vs rule 
development: 

IMO DP equipment class 2

DNV DPS(2)

DNV DYNPOS(AUTR-CBT)

DNV DYNPOS(AUTR)
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Two quite recent DP-3 drilling unit incidents
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Closed bus power system integrity
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0%

DP-2 Variable

closed bus integrity
(Due to history and changing 

/varying requirements and 

standards.)

1A1

100% DP-3 open bus-ties

This gap must be so small that 

the IMO 645 intention of  

equivalent integrity is achieved.

DP-3 closed bus 2013

Expected and wanted development 

for DP-2 power system integrity

(Illustrations are not scaled)

DP-2 closed bus specification 2013

Main class

A BX
DNV RP-0591 
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DNV-RP-0591
Redundant dynamic positioning systems with closed bus-ties
Background

• This new recommended practice replaces DNV offshore technical guidance OTG-

10 DP-classed vessels with closed bus-ties. 

• The new RP covers a wider scope of closed bus-ties system arrangements, and 

incorporates technical developments and learnings made since last revision.   

Scope

• Reflect changes in classification rules, including introduction of closed bus-tie 

qualifiers CB, CBS and CBT for a wider range of redundant DP class notations.

• Include guidance on DC power systems.

• Include guidance on battery hybrid DP systems.

• General updates based on technology development and new learnings made 

since last revision (i.e., the OTG-10).

Consequence

• Better and current guidelines covering a wider scope of system arrangements, 

suitable for fuel efficient and robust closed bus-ties DP systems. 

• The document can also be used for systems other than DP when a robust and 

fuel-efficient closed bus-ties power system is wanted.
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The 3 qualifiers

The approach is based on the single failure integrity principle, and the 

DP systems integrity will be dependent on automatic on-demand functions! 

Based on the understood integrity requirements in IMO DP guidelines, 

the technical requirements, method, and frequency of verification 

activities following the qualifiers differ between the DP notations.

Hence, the requirement are typically stricter for DP-3 notations compared 

to DP-2 notations. E.g., DP-3 requires independent primary and secondary 

protection function to comply with the IMO “equivalent to open bus-ties” 

requirement, while DP-2 requires only a single automatic function.
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https://www.aftenposten.no/meninger/i/A2MWx/michelin-schmichelin

There must be an order.

Indicating that there are:Qualifier

Additional equipment and functions required to provide increased closed bus-ties robustnessCB

In addition to the CB requirements, verification by specified built in test simulation equipment is requiredCBS

In addition to the CB requirements, live short circuit and ground fault testing is requiredCBT
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Adding closed-bus Qualifiers to a notation, DP-2 example
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Technical 

requirements

Assurance and 

testing requirements

DP-2

Closed bus-tie(s) 

mode, 

but no CB-qualifier
(additional requirements compared to open bus)

Adding CB

Adding 

CBT 

Adding 

CBS

(E.g.:

- 2 bus-ties, 

- APSP system

- Automatic blackout 

recovery function of 

DP system (45 sec.)

- +++

Documentation 

and testing of 

new equipment 

and  functions

New built in 

simulation 

equipment 

Simulation 

testing using 

the new built 

in simulation 

equipment 

Live short 

circuit and 

earth fault 

testing

Notation(s):

DYNPOS(AUTR)

DYNPOS(AUTR-CB)

DYNPOS(AUTR-CBT)

DYNPOS(AUTR-CBS)

(Illustrations are not scaled)
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Application of CB qualifiers

• Especially for upgrading of existing vessels some of the requirements 
may be challenging/resource demanding to implement, e.g., due to:

• new equipment needs to be fitted and there may be lack of space, e.g., in existing 
switchboards or switchboard rooms

• the original installed technology may not be suitable for the additional test requirements

• the original installed equipment may not be suitable or sufficient for adding the 
additional functional requirements

• The operational impact (over the vessel operational life) should also be 
considered :

• maintenance and surveys, 

• testing, and

• Management Of Change requirements (MOC)

• Due to this it is recommended that a feasibility study is carried out

12
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Example of some potential challenges for applying 
qualifiers on existing vessels

• CB qualifier:

• requirement for two bus-tie breakers between redundancy groups for DP-2 notations

• The requirement for an APSP system

• The requirement for an independent alternative protection function for all relevant failure modes for 
DP-3 notations

• Bus-tie discrimination upon arcing faults and other relevant failure modes in the overload range

• The requirement for automatic blackout recovery function of DP system (45 sec.)

• CBS qualifier:

• This is currently not available “of the shelf” equipment

• The requirement for an initial live short circuit and earth fault test for DP-3 notations

• CBT qualifier:

• The requirement for live short circuit and earth fault testing at initial and 5-yearly retention surveys

• The exiting power system (e.g., a LV AC systems) may not be well suited

13
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DYNPOS(AUTR), DPS(2) qualifier descriptions
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DescriptionQualifier

Even if no closed bus-tie(s) qualifier is assigned, the vessel may have closed bus-tie(s) mode(s) approved based on 

the minimum requirements in the DP class rules applicable for the vessel.

Any potential closed bus-tie(s) modes shall be described and documented in the required DP FMEA and supporting 

documentation

The vessel has approved DP mode(s) based on closed bus-ties. The qualifier will require, in addition to notations 

without qualifier: 

• additional functionality and equipment 

• additional testing and inspections

Live short circuit and earth fault testing and simulation test capabilities are not required.

CB

The qualifier will require, in addition to qualifier CB: 

• simulation test capabilities (Note that this is currently not available “of the shelf equipment”.)

Live short circuit and earth fault testing is not required.

CBS

The  qualifier will require, in addition to qualifier CB: 

• live short circuit and earth fault testing required. Required both at the initial testing for issuance of the qualifier, 

and for retention surveys (5-yearly).

CBT
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DYNPOS(AUTRO), DPS(3) qualifier descriptions
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DescriptionQualifier

If no closed bus-tie(s) qualifier is assigned, the vessel does not have any approved DP mode based on closed bus-ties.

The vessel has approved DP mode(s) based on closed bus-ties. The system integrity shall be documented in the 

required DP FMEA and supporting documentation. The qualifier will require: 

• additional functionality and equipment (including duplicated independent primary and secondary protective 

functions)

• computer simulations (power system modelling)

• additional testing and inspections

Live short circuit and earth fault testing and simulation test capabilities are not required. 

CB

The qualifier will require, in addition to qualifier CB: 

• built in simulation test capabilities (simultaneous currents and voltages injection on a system level) (Note that 

this is currently not available “of the shelf equipment”.)

• live short circuit and earth fault testing at the initial testing for issuance of the qualifier

Live short circuit and earth fault testing will not be required for retention survey. 

CBS

The  qualifier will require, in addition to qualifier CB: 

• live short circuit and earth fault testing required. Required both at the initial testing for issuance of the qualifier, 

and for 5-yearly retention survey (5-yearly).

CBT
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Battery spaces

• Thermal runaway with subsequent off-gassing shall be considered as a relevant failure mode 

• Battery systems belonging to different redundancy groups cannot be located in a common 

compartment when a thermal runaway with subsequent off-gassing from one battery system 

will affect battery systems belonging to other redundancy groups. 

• Failure modes potentially exceeding the propagation test scenario relevant for the batteries 

e.g., an internal short circuit within the battery system, shall be considered.

The following is typically required:

 battery systems belonging to different redundancy groups shall be arranged in separate 

gastight spaces. 

 there shall be gas detection with an alarm for each gastight battery space (automatic 

disconnection of the battery will typically also be required)

 single failure in the gas detection systems shall not cause disconnection of batteries belonging 

to more than one redundancy group.

16
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Conclusions

• The new DNV-RP-0591 Redundant dynamic positioning systems with closed bus-ties

provides more flexibility and covers a wider range of DP systems arrangements

• The approach in the RP build the single failure principle

• Especially for upgrading of existing vessels some of the requirements may be 

challenging/resource demanding to implement and it is it is recommended that a feasibility 

study is carried out before an upgrade is commenced.

• By utilizing modern technology and assurance techniques, combined with necessary 

procedures, competence and training, high integrity redundant DP systems can be based 

on, and include closed bus-ties modes, which are suitable for robust and fuel-efficient 

closed bus-ties operation.

• New revision coming soon, will include an appendix on the DNV expectations for a DP 

philosophy document.
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Thank you for your attention
I will be happy to take your questions.
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