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The need for DP FMEA, DP trials 
providers and vessel owners to 

embrace innovation 
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2014 – Where are we with DP vessel innovation? 

 

 Particularly in the last 5 years we have seen an increase in “innovative” power distribution 
networks on particularly high-end DP support vessels.   
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The next 15 minutes; 

 

Are FMEA providers and vessel owners keeping up with the innovation 

 in the DP FMEA and DP annual trials? 
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2014 – Where are we with DP vessel innovation? 

 

First of all, what do we mean with “innovative”? 

 

When compared to the last 2 decades, since 2010 we experience a shift in power distribution 
networks.  For example;  
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1. Vessel Management Systems monitoring and 
controlling complete systems. 

2. Thrusters with an option to be supplied by 
either side of a split switchboard. 

3. Switchboard protection based on selective 
coordination of circuit breakers 

4. Split bus tie operation  

 

 

 

 

 Innovative 

 

 

 Conventional  

1. Localized controllers protecting individual 
components such as a switchboard section, a 
thruster drive etc. 

2. Thrusters continuously supplied from two split 
switchboard sections.   

3. Switchboard protection based on PLC based 
black out prevention systems 

4. Closed bus tie operation with the use of 
isolation transformers 
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Embracing Innovation 

 

DP FMEA’s have increased in quality over the last decade due to increased awareness and 
the publication of supporting guidelines produced by IMCA, MTS and classification societies 
like DNV and ABS. 

 

Reviewing DP FMEA’s, DP trials and reviewing the operational aspects of “innovative” DP 
vessels suggest that innovation is challenging some of the DP FMEA providers. 

 

We suggest that producing DP FMEA’s for innovative power distribution networks requires an 
increased level of interaction and knowledge sharing between stakeholders when compared 
to conventional designs.  

 

Only then stake holders can expect accurate DP FMEA’s, supporting the design process AND 
supporting the vessel operation.  

 

The accuracy of DP FMEA is particular crucial when it pertains innovative power distribution 
networks. 
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Embracing Innovation Continued 

 

Innovative power distribution networks contain multiple components working independent 
of each other or interacting to each other. 

 

Omitting a single component or misunderstanding the functionality of components will 
typically lead to failure results a described in the DP FMEA not aligned with the reality. 

 

Innovative vessel design typically comes with multiple options of configurations that should 
be specified in the DP FMEA. 

 

DP trails (FMEA proving and DP annual) should be adjusted to “cope” with the innovative 
components. 
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From Conventional to Innovative power distribution networks  
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From Conventional to Innovative Power Distribution 
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From Conventional to Innovative Power Distribution 
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From Conventional to Innovative Power Distribution 
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Challenges affecting “real world” operation 

 

DP FMEA’s not covering all (innovative) components of a power distribution can result in; 

 

Unable to raise the confidence amongst stakeholders that vessel is able to safely operate 
in certain modes. 

 

Vessel is operating with an assumed post failure capability not in alignment with real 
post failure capability. 

 

At times post failure capability is lower then as described in the DP FMEA. 

 

At times post failure capability is better than as described in the DP FMEA. 
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Examples from the field, “missed innovation” (1A) 
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Component was missed 
in DP FMEA.   
 
PLC based protection 
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switchboard. 
 
DP trials not as 
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gain confidence  
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Examples from the field, “missed” innovation (1B) 
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Examples from the field, “missed” innovation (2A) 
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Wartsila LLC power 
distribution network.   
 
4 bus sections split by 
bus ties, isolation 
transformers and 
breakers.  
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Examples from the field, “missed” innovation (2B) 
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DP FMEA missed 4 bus 
sections and system 
was analyzed as 2 bus 
section network 
 
Subsequent post failure 
results in DP FMEA were 
lower then reality 
showed in DP trials. 
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Examples from the field, “missed” innovation (3) 
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DP FMEA missed 50% 
thruster 2 (T2) power  
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operating in open bus 
tie while thruster drive  
breakers remain closed 
on both sides.  
 
Vessel operating for 2 
years without this 
knowledge.   
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Examples from the field, “missed” innovation (4) 
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 DP vessel with Innovative power distribution networks typically allow for 
multiple configurations.   
 
All with different failure results 
 
Some results within WCFDI 
 
Some results outside WCFDI  

19 
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Examples from the field, “missed” configuration (5) 
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Examples from the field, “missed” configuration (6) 
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Design philosophy list 6 
configuration of which 2 
specific for DP.  
 
 
Vessel DP FMEA does 
not list specific 
configuration.    
 
Crew select 
configuration that set’s 
up for drift off. 
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In conclusion  

 

DP FMEA’s and DP annual trial programs covering innovative vessel regularly fail to 
describe and cover the functionality of ALL components in a power distribution network. 

 

 This typically can be contributed due to 

I. Manufacturers not coming forward with the detailed information of specific 
components 

II. Breakdown in communication lines between DP FMEA provider, shipyard, designers 
and manufacturer 

III. FMEA provider not specifying the request for information   

IV. Using test programs originally set up for conventional vessels 
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This typically results in  

 

Key functionalities of protection system missed 

 

Failure results incorrectly assessed 

 

Proving trials and / or Annual DP trials not aligned with vessel design 

 

Post failure thruster and / or power generation capability as described in DP FMEA not 
aligned with reality.  At times more capability and at times less capability as described. 
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Is Innovation good in DP vessel power distribution 
switchboards? 

Innovation should be embraced as it can result in an increase in reliability and an increase in; 

1. post failure power generation  

2. post failure propulsion capability  

and often can result in both when compared with conventional DP vessels. 

 

However innovation will only be embraced if confidence can be instilled in owners and end-
users (charterers).  

 

Confidence will only be instilled when correct DP FMEA’s, proving trials and annual trials are 
being defined and subsequently when vessel owners operate their vessels as per the design 
intent.   

 

Innovation will not be stopped by regulation, industry guidelines or a conservative culture.  
History has proven that over and over.  Stifling innovation by outdated regulations, culture or 
industry guidelines is not healthy.  
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Questions? 
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