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Azipod® — gearless thruster family
Power range 2...22 MW
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Azipod® — gearless thruster
References from all vessel segments
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Azipod® — gearless thruster
Experience

25 years
5,000 megawatts

12 million operation hours




Azipod® — gearless thruster
Azipod® Global Service

% Azipod factory or service workshop

e ABB Marine Service Center

Azipod Global Service headcou

>50 % of Azipod installed base d
maintenance agreements

Global 24/7 Technical Support

Remote Diagnostic Services (RI
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Azipod® — gearless thruster
Azipod® D product series

- Open (DO) a
ducted (DZ) p

- Power range
MW
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Azipod® — gearless thruster
Azipod® family

Azipod® D Azipod® V
Power (MW) 1.5-47 1.5-7.5 7-22 6-17
Max ice class 1A 1AS / PC5 1AS PCA1
Max thrust 93t 130 t
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Azipod® — gearl
Azipod® DZ seri
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Azipod® — gearless thruster
Azipod® DZ series

Azipod DZ

Max power
2.4 MW
3.1 MW
4.2 MW
5.5 MW
7.5 MW




More power, thrust and efficiency:
better performance for vessel




Azipod® — gearless thruster
Azipod® DZ series
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Azipod® — gearless thruster
Azipod® DZ series




Domeless under-water mounting solution:
saves space and time




Under-water mounting
Domeless UW mounting solution
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Under-water mounting
Traditional solution uses large domes

- Whole thruster (Propulsor + Steering Module) assembled
as a single unit in factory
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Under-water mounting
Domeless UW mounting solution

= Six small flanges instead of
large domes

« Steering Module pre-installed
and permanently connected to
vessel systems

- Fast connections between
Propulsor and Steering Module

« Only Propulsor changed UW —
less lifting capacity needed!

« Faster change-out and less
space needed onboard
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Under-water mounting
Domeless UW mounting solution
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Under-water mounting
Domeless UW mounting solution

- Save space onboard
(no storing of large
domes)

= Light flanges are faster
& safer to handle

- Low weight for
outboard propulsor
part — less lifting/crane
capacity needed




New patented bearing condition algorithm:
Increase uptime




Azipod® — gearless thruster |
ESPD bearing condition monitoring L g

- ABB have extensive knowledge of PR T
large thruster bearings

- Patented bearing health monitoring
algorithm: Early Shock Pulse
Detection (ESPD)

- Indicates start of raceway surface
crack earlier than any other system
currently available in the market for
large bearings

= Originally developed for 14...22 MW
Azipod units, but benefits also Azipod
D power range (up to 7.5 MW)

» Reduces risk of unplanned
maintenance!
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Azipod® — gearless thruster
ESPD bearing condition monitoring

PS Fwd Axial Thrust Inner Race (BPFI)

« 10% __Bearing Fault Detection PSS NDE, inner Race Fault

Cumulative Fe Mass [Fe Particles)

Fe Mass Indication

Early $PD Indication

Traditional Envelope Spectrum Indication

v" Fault Detected first with Early SPD compared to other
methods

Can be detected with SPD at

E this very early state of damage
S @ About 1 month earlier indication compared to
] v metal counier. Already proven with one fwd
- - thrust NDE BPFI case and expected to be
@ = even more earlier indication for BPFO cases
- Kidw b j—Ymonth, _, Hiels pertice
o l“lw-a:u:: s _ = ) E .'i
- 0o 26-lune-2013 o merurm ettt e —
fo:rl‘_»?sa 7.353 7.3535 7.354 - 7 3545 7 '_slb‘_‘ 7.3555 7 3.55 T :!:_:G[;
Date Number 10% .
Metal Particle Counter
About 1 month Earlier Indication Compared to Metal Particle Counter and identifies Fe Wear
Traditional Envelope Spectrum Method Particles above 200pm
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Azipod® — gearless thruster
ESPD bearing condition monitori

- More time to react and plan for the
best mitigating action for defects

- Balancing operation power for the
defected thruster reduces the
further development of a bearing
defect

= Improves likelihood to continue
the operation till scheduled
maintenance to the thruster can
be performed

- Better knowledge to make
decision of bearing maintenance
interval
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Azipod® — gearless thruster
Azipod® D series

Azipod DO

2.4 MW 2.5 MW
3.1 MW 3.3 MW
4.2 MW 4.8 MW
5.5 MW 5.5 MW
7.5 MW 7.5 MW
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Azipod® D references
Offshore vessels, deliveries 2017-2018

X 2 vessels

2 x 4.2MW
Azipod DZ1250P




Azipod® D references
Multipurpose vessels, deliveries 2018

X 3 vessels

Azipod DZ1250P
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Azipod® D references
Luxury discovery yacht, delivery 2018

2 x 3 MW
Azipod DO1250A-PC6
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Summary




Extending the limits of UW mountable DP thrusters
New unique advantages of Azipod DZ

25 years and 5 GW of experience with Azipod
7.5 MW and 130 tonnes
Tailorable dimensions

Faster, safer, lighter domeless UW mounting

Early warning bearing condition monitoring




Azipod® DZ

Thank you!

Questions..?




Power and productivity “ .l .l
for a better world™ ' ‘ l' l'






